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(3)  Noteworthy occurrences and acci-   Originally it was constructed as an
dents                                                    earthen dain.   Two   months after
its completion, it breached seriously
in the central portion in August,
1935. Hence it was reconstructed
as masonry dam.
(4)  Operation of the Dam
(a) Regulation.
, (6) Silting of the reservoir
(i) Total silt deposited
(w) Kate of silting
(m) Density of the silt deposited
(iv) Rate of advancement of
delta
(c)  Actual yield as against esti-
mated
(d)  Various  measurements    and
observations
(i) Evaporation losses
(ii) Sweating below the dam
(Hi) Temperature measurements
(iv) Seepage and regeneration
(e)  Fish culture
(/) Anti-malaria measures
8) Recreation facilities
(6) Lessons to be learnt from the cons- On July 14,1935, there was a rainfall
truetion and iitilisation of the dam       of 1*73".   The reservoir which was
then practically empty gradually
rose to +559 -50 and it continued
nearly, at that level till 27-7-1935,
when, due to a rainfall of 0-59 *
on that day, it rose by about
another foot, Ou the morning of
August 25, 1935, the level of
water was +560-50, There was
a sudden rise of water that day of
about 10 to 11 feet in the course of 3
hours (between 7 A.M. and 10 A,M.)
due to heavy rains in the catch-
ment and water rose to within 6
feet of F. R. L, Slight leaks then
appeared along the sides of the
wing walls at the flanks of the 6 md.
These developed rapidly resulting
in the bund being breached in two
places in the early hours on 26-8-35
for about 30 feet.
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